Power (hp)

Torque (ft-lbs)

F€&So

A

HIGH-FLOW INTAKE KIT.

K&N Engineering Inc.

DYNOJET RESEARCH CF: SAE Smoothing: 5
150 ; ; ) ' ™
116.4 :j.E;;EE?EH}*ﬂg}
1 1 1 e
L | e T e T [ T it s e L L e e e e e e e e P EE
o
150 -

100

501

_________________________

_____________________________________________

R e By e A
Enagine Speed {RPM x1000)

Run Title: Stock 2006 Honda Civic 1.8L
Run Notes: Baseline stock run. 7869 miles. 3" gear run.
Run Date: 4/5/2006 3:16:27 PM
Stock.001: 65.42 °F 28.94 in-Hg Humidity: 31 % SAE: 1.01

Run Title: K&N 2006 Honda Civic 1.8L
Run Notes: K&N intake kit #69-1013 installed. 7869 miles. 3" gear run.
Run Date: 4/5/2006 4:46:25 PM
K&N.002: 66.15 °F 28.95 in-Hg Humidity: 31 % SAE: 1.01

Horsepower gains based on specific or similar vehicle dynamometer test. Results will vary. For more
information, lookup vehicle and/or testing protocols at KNFilters.com
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