
INSTALLATION INSTRUCTIONS
PART NUMBER: YA-1295

This filter fits:  SEE CATALOG FOR CURRENT APPLICATIONS

Congratulations, you have purchased the finest air filter that money can buy.  With proper care, this filter can last many 
seasons. This filter can be used in a stock machine, with no modifications required.  If any engine modifications have been 
made tuning/jetting adjustments may be required.  There are special installation instructions, so please follow the proce-
dures outlined below to ensure the K&N® air filter seals properly. 

INSTALLATION:

THESE INSTRUCTIONS MUST BE FOLLOWED EVERY TIME THE FILTER IS SERVICED, OTHER-
WISE THE FILTER MAY NOT SEAL, AND DAMAGE TO THE ENGINE COULD RESULT.

•1455 Citrus St. P.O. Box 1329, Riverside, C.A. USA 92502 • Tech Service 800-858-3333 • Fax 951-826-4001
•Email: tech@knfilters.com®• WWW: http://www.knfilters.com®

17400B
04/18/11

* FREE K&N® decal To register your warranty, please see us online at knfilters.com/register.  FREE K&N® decal * 

 1. Remove the stock air filter.
 2. Carefully clean the inside of the airbox.
 3. If needed apply a thin layer of the grease on the intake tube inside of the airbox.
  NOTE: This is to aid in the installation of the K&N® air filter.
 4. Align the K&N® air filter with the guide inside the airbox.
 5. Install the K&N® air filter into the airbox making sure it is completely seated.
 6. Reinstall the airbox lid.


